
 

NEW      AMTEC 224 DUAL COAT LOW HYDROGEN STEEL 
                                                           AC/DC REVERSE ELECTRODE                             
                   
General Characteristics                    
Amtec 224 is a specially developed, very unique “Double Coated” flux coated low hydrogen 
electrode. The inside coating has metallic additives to improve the welding properties of the 
electrode and the outside coating has AC enhancers and arc stabilizers. The high strength 
combined with the high elongation make this electrode exceptional for welding low and medium 
carbon steels. The unusually stable arc makes this electrode ideally suited for root passes and 
positional welding.

Procedure               
Clean the weld area. Maintain a short arc with the electrode tilted about 15° in the direction of 
travel. This electrode is also excellent on dirty steels, welding without porosity. For best results, 
use conventional stringer beads. The electrode can be dragged with excellent results.

Application               
 
Amtec 224 is used for general maintenance and repair welding. It is ideal for welding fine grained 
unalloyed structural and construction grade steels with a carbon content of up to .4%. Can be 
used in the Flat, Vertical up, Vertical down, Horizontal and Overhead positions. 
                
 
Tensile Strength                                                                                     87,000 PSI 
Yield Strength            72,000 PSI 
Elongation                                                                                               31% 
Impact Strength                                                                                      120 J:  -20°C 
___________________________________________________________________________________________________________ 
 
Diameter  (Inch)                     3/32          1/8            5/32            3/16          
                  (mm)                      2.5          3.25            4.0              5.0 
                
 
Amps (approx.)              60-90      90-135      140-190       200-260 
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